Heavy Duty
Control

CONTROL
PRODUCTS

Combination Reversing Heavy Duty Starters

[ SELECTION
Non-Fusible with Solid State Overload, Class 25
Ordering Instructions Coil Table
= Replace the (*) with a letter from the coil table. Dual voltage coils are wired 60Hz Voltage Letter
on high voltage unless specified on order. 24 Separate Control J
= For Class 10 or 30 Overload Protection add suffix “51” or “53" to catalog 120 Separate Control F
number. Example for Class 10: 25CSD92B*51. No price addition. ;10‘;20/220‘24()@ '[6]‘
= For self-reset overload option on Sizes 0-5, change 4th character from “S” or zgg:zgg G
“T" to "R". No price addition. 277 L
= Technical Data see pages 467-471. 220-240/440-4800@ C
= For Fuse Clip Kits see page 460. 440-480 H
575-6002 E

Field Modification Kits see pages 457—-461.
Factory Modifications see pages 462—466.
Dimensions see page 481.

= Wiring Diagrams see page 490.
Replacement parts see page 547.

For other voltages and frequencies
see Factory Modifications page 465.

Standard Width Enclosure, 3 Phase, 3 Pole

Max Hp Enclosure
NEMA 1 NEMA 4 NEMA 4/4X NEMA 12
General Purpose Painted, Watertight, Watertight, Dusttight NEMA 3/3R@
Dusttight Corrosion Resistant Industrial Use
304 Stainless Steel Weatherproof
Overload | Disc
200 230 460 575 NEMA | Half Amp Amp
Volts | Volts | Volts | Volts | Size Size Range Rating | Catalog No | Price$ | Catalog No | Price$ | CatalogNo |Price$ | CatalogNo |Price$
Vi % 1% 2 0 — 0.75-3® 30 25CSB92B* 921. 25CSB92E* 1570. 25CSB92W* 1653. 25CSB92N* 1125.
2 2 5 5 0 — 2.5-10 30 25CSD92B* 921. 25CSD92E* 1570. 25CSD92W* 1653. 25CSD92N* 1125.
3 3 — — 0 — 9-18 30 25CSE92B* 921. 25CSE92E* 1570. 25CSE92W* 1653. 25CSE92N* 1125,
Vi % 1% 2 1 — 0.75-3® 30 25DSB92B* 981. 25DSB92E* 1627. 25DSB92wW* 173. 25DSB92N* 1185.
2 2 5 5 1 — 2.5-10 30 25DSD92B* 981. 25DSD92E* 1627. 25DSD92wW* 173. 25DSD92N* 1185.
3 3 10 10 1 — 9-18 30 25DSE92B* 981. 25DSE92E* 1627. 25DSE92W* 1713. 25DSE92N* 1185.
7Y 7% — — 1 — 13-27 30 25DSF92B* 981. 25DSF92E* 1627. 25DSF92wW* 1713. 25DSF92N* 1185.
— — 15 15 — 1% 13-27 60 25ESF92B* 1161. 25ESF92E* 1798. 25ESF92W* 1893. 25ESF92N* 1365.
10 10 — — — 1% 20-40 60 25ESG92B* 1161. 25ESG92E* 1798. 25ESG92W* 1893. 25ESG92N* 1365.
— — 15 20 2 — 13-27 60 25FSF92B* 1623. 25FSF92E* 2602. 25FSF92W* 2739. 25FSF92N* 1887.
10 15 25 25 2 — 22-45 60 25FSH92B* 1623. 25FSH92E* 2602. 25FSH92W* 2739. 25FSH92N* 1887.
— — 30 30 2% 22-45 100 25GSH92B* 2343, 25GSH92E* 4084. 25GSH92wW* 4299, 25GSH92N* 2691.
15 20 — — — 2V 30-60 100 25GSJ92B* 2343, 25GSJ92E* 4084. 25GSJ92W* 4299, 25GSJ92N* 2691.
— — 30 40 3 — 30-60 100 25HSJ92B* 2673. 25HSJ92E* 4397. 25HSJ92W* 4629. 25HSJ92N* 3021.
25 30 50 50 3 — 45-90 100 25HSK92B* 2673. 25HSK92E* 4397. 25HSK92W* 4629. 25HSK92N* 3021.
30 40 75 75 — 3% 57-115 200 251SL92B* 5091. 25ISL92E* 7185. 25ISL92W* 7563. 25ISL92N* 6045.
40 50 100 100 4 — 67-135 200 25JTM92B* | 5571. 25JTM92E* 7640. 25JTM92W* 8043. 25JTM92N* 6525.
50 75 150 150 — 4% 100-210 400 25KTS92B* | 10008. 25KTS92E* 15504. 25KTS92W* | 16320. 25KTS92N* | 12276.
75 100 200 200 5 — 100-270 400 25LTU92B* | 10848. 25LTU92E* 16302. 25LTU92W* | 17160. 25LTU92N* | 13116.
150 200 400 400 6 — 200-540 800 25MTX92B* | 26943. 25MTX92E* | 29943. — — 25MTX92N* | 28563.
— 300 600 600 7 — 420-820 1200 25NTY92B* | 36534. 25NTY92E* 39543. — — 25NTY92N* | 38154.
— 300 600 600 8 — 420-1220 | 1600 25PTZ92B* | 46755. 25PTZ92E* 49755. — — 25PTZ92N* | 48375.
Horizontal Compact Enclosure, 3 Phase, 3 Pole
% % 1% 2 0 — 0.75-3® 30 25CSB72B* 921. — — 25CSB72wW* 1653. 25CSB72N* 1125.
2 2 5 5 0 — 2.5-10 30 25CSD72B* 921. — — 25CSD72w* 1653. 25CSD72N* 1125.
3 3 — — 0 — 9-18 30 25CSE72B* 921. — — 25CSE72W* 1653. 25CSE72N* 1125.
Vi % 1% 2 1 — 0.75-3® 30 25DSB72B* 981. — — 25DSB72W* 173. 25DSB72N* 1185.
2 2 5 5 1 — 2.5-10 30 25DSD72B* 981. — — 25DSD72W* 173. 25DSD72N* 1185.
3 3 10 10 1 — 9-18 30 25DSE72B* 981. — — 25DSE72W* 173. 25DSE72N* 1185.
7% 75 | — — 1 — 13-27 — 25DSF72B* 981. — — 25DSF72W* 1713. 25DSF72N* 1185.
— — 15 15 — 1% 13-27 60 25ESF72B* 1161. — — 25ESF72W* 1893. 25ESF72N* 1365.
10 10 — — — 1% 20-40 60 25ESG72B* 1161. — — 25ESG72W* 1893. 25ESG72N* 1365.
— — 15 20 2 — 13-27 60 25FSF72B* 1623. — — 25FSF72W* 2739. 25FSF72N* 1887.
10 15 25 25 2 — 22-45 60 25FSH72B* 1623. — — 25FSH72W* 2739. 25FSH72N* 1887.

Note: Hp's shown above are based on the overload
amp range for the FLA’s (per the National Electric Code)
of typical industrial motors. All Starter Sizes carry one

maximum Hp rating.

®For NEMA 4X fiberglass enclosure change 8th
character of catalog number to F. Example:
25CSD92F*81. Price same as stainless steel. Available
in standard width through size 4.

®Dual voltage coils NA in stocked or modified starters,

or in sizes 42-8.

@Not available with self-reset option.

@NEMA 12 may be modified for NEMA 3/3R,
see page 461.
®For amp range 0.25-1.0 Amps change the 5th
character in the Catalog No from “B"” to “A”.
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Combination Reversing Heavy Duty Starters

I SELECTION
Non-Fusible with Ambient Compensated Bimetal Overload, Class 25
Ordering Instructions Coil Table
= Replace the (*) with a letter from the coil table. Dual voltage coils are wired 60Hz Voltage Letter
on high voltage unless specified on order. 24 Separate Control J
= Heater elements see page 544. 120 Separate Control F
= Technical Data see pages 467—471. 110-120/220-240% A
For Fuse Clip Kits see page 460 200-208 D
= 11p RITS See page 204, 220-240 G
= Field Modification Kits see pages 457-461. 277 L
» Factory Modifications see pages 462—466. 220-240/440-4800 C
= Dimensions see page 481. 440-480 H
. . 575-600 E
= Wiring Diagrams see page 490. -
» Replacement parts see pade 547 For other voltages and frequencies
P P pag ’ see Factory Modifications page 465.

Standard Width Enclosure, 3 Phase, 3 Pole

Max Hp Enclosure
NEMA 1 NEMA 4 NEMA 4/4X NEMA 12
General Purpose Painted, Watertight, Watertight, Dusttight NEMA 3/3R®
Dusttight Corrosion Resistant Industrial Use
Cont Disc 304 Stainless Steel Weatherproof
200 (230 460 575 NEMA | Half | Amp Amp
Volts | Volts | Volts | Volts | Size Size | Rating | Rating | CatalogNo | Price$ | Catalog No | Price$ | Catalog No | Price$ | Catalog No | Price $
3 3 5 5 0 — 18 30 25CP92B*81 | 894. 25CP92E*81 1545, 25CP92W*81 | 1626. 25CP92N*81 | 1098.
7% 7% 10 10 1 — 27 30 25DP92B*81 | 954. 25DP92E*81 1602. 25DP92W*81 | 1686. 25DP92N*81 | 1158.
10 10 15 15 — 1% 40 60 25EP92B*81 1134. 25EP92E*81 1773. 25EP92W*81 | 1866. 25EP92N*81 | 1338.
10 15 25 25 2 — 45 60 25FP92B*81 1596. 25FP92E*81 2576. 25FP92W*81 | 2712 25FP92N*81 | 1860.
15 20 30 30 — 2 60 100 25GP92B*81 | 2316. 25GP92E*81 4058. 25GP92W*81 | 4272. 25FP92N*81 | 2664.
25 30 50 50 3 —
30 40 75 75 — 3%
40 50 100 100 4 —
50 75 150 150 — 4% ) .
7 0 200 200 3 — ESP100 Solid State Overload Standard, see page 426 for Selection.
150 200 400 400 6 —
— 300 600 600 7 —
— 450 900 900 8 —
Horizontal Compact Enclosure, 3 Phase, 3 Pole
Max Hp Enclosure
NEMA 1 NEMA 4/4X NEMA 12
General Purpose Watertight, Dusttight NEMA 3/3“®
Corrosion Resistant Industrial Use
Cont Disc 304 Stainless Steel Weatherproof
200 230 460 575 NEMA | Half Amp Amp
Volts Volts Volts Volts Size Size Rating Rating Catalog No Price § | Catalog No Price $ | Catalog No Price $
3 3 5 5 0 — 18 30 25CP72B*81 894. 25CP72W*81 1626. 25CP72N*81 1098.
7 1% 10 10 1 — 27 30 25DP72B*81 954. 25DP72W*81 1686. 25DP72N*81 1158.
10 10 15 15 — 1% 40 60 25EP72B*81 1134. 25EP72W*81 1866. 25EP72N*81 1338.
10 15 25 25 2 — 45 60 25FP72B*81 1596. 25FP72W*81 2112, 25FP72N*81 1860.

®Dual voltage coils NA in stocked or modified starters.

@NEMA 12 may be field modified for NEMA 3/3R, see

page 461.

Discount Schedule AC-10 (FURN)
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Heavy Duty
Control

CONTROL
PRODUCTS

Combination Reversing Heavy Duty Starters
I SELECTION

Circuit Breaker with Solid State Overload, Class 26

Ordering Instructions Coil Table
= Replace the (*) with a letter from the coil table. Dual voltage coils are wired on 60Hz Voltage Letter
high voltage unless specified on order. 24 Separate Control J
= For Class 10 or 30 Overload Protection add suffix “51" or "53" to catalog 120 Separate Control F
number. Example for Class 10: 26CSD92B*51. No price addition. 110-120/220-240% A
= For self-reset overload option on Sizes 0-5, change 4th character from ;gg:;gg g
“S"or “T" to “R". No price addition. 277 L
= Technical Data see pages 467-471. 220-240/440-4800®@ C
= Field Modification Kits see pages 457-461. 440-480? H
= Factory Modifications see pages 462—466. 575-600° - E
« Dimensions see page 481. For other voltage_s_and_ frequencies
o ) see Factory Modifications page 465.
= Wiring Diagrams see page 490.
= Replacement parts see page 547.

Standard Width Enclosure, 3 Phase, 3 Pole

Max Hp Enclosure
NEMA 1 NEMA 4 NEMA 4/4X NEMA 7 &9 NEMA 12
General Purpose Painted, Watertight Watertight, Dusttight |NEMA 3 & 4 NEMA 3/3R®
Dusttight Corrosion Resistant Class Il Industrial Use
M 304 Stainless Steel® Groups E, F & G Weatherproof
otor
- . Bolted Enclosure
Overload | Circuit Indoor/Outdoor Use

200 (230 (460 |575 |NEMA Half| Amp Interrupter
Volts|Volts | Volts | Volts |Size [Size |Range |ETI Amps |Catalog No|Price $ | Catalog No | Price $§ |Catalog No |Price $ |Catalog No |Price $ | Catalog No |Price $

Vi VA 1 110 _ |075-3%® 3 26CSB92B* | 1101. 26CSB92E* 1741, 26CSB92W* | 1833. [26CSB92H* | 2258. |26CSB92N* | 1305.
1 1 3 3 (0 — [25-10 10 26CSC92B* | 1101. 26CSC92E* 1741. 26CSC92W* | 1833. |26CSC92H* | 2258. |26CSC92N* | 1305.
2 2 5 5 (0 — [25-10 10 26CSD92B* | 1101. 26CSD92E* 1741. 26CSD92W* | 1833. [26CSD92H* | 2258. |26CSD92N* | 1305.
3 3 — — |0 — [9-18 25 26CSE92B* | 1101. 26CSE92E* 1741, 26CSE92W* | 1833. |[26CSE92H* | 2258. |26CSE92N* | 1305.
Vi Vi 1 TN — [0.75-39® 3 26DSB92B* | 1173. 26DSB92E* 1810. 26DSB92W* | 1905. |26DSB92H* | 2339. |26DSB92N* | 1377.
1 1 3 3 1 — [25-10 10 26DSC92B* | 1173. 26DSC92E* 1810. 26DSC92W* | 1905. |26DSC92H* | 2339. |26DSC92N* | 1377.
2 2 5 5 1 — [25-10 10 26DSD92B* | 1173. 26DSD92E* 1810. 26DSD92W* | 1905. |26DSD92H* | 2339. |26DSD92N* | 1377.
3 3 741 10 N1 — [9-18 25 26DSE92B* | 1173. 26DSE92E* 1810. 26DSE92W* | 1905. |26DSE92H* | 2339. |26DSE92N* | 1377.
7V 7% 10 — |1 — [13-27 30 26DSF92B* | 1173. 26DSF92E* 1810. 26DSF92W* | 1905. |26DSF92H* | 2339. |26DSF92N* | 1377.
— — 15 15 |— 1% [13-27 30 26ESF92B* | 1353. 26ESF92E* 1981. 26ESF92W* | 2085. |26ESF92H* | 2429. |26ESF92N* | 1557.
10 10 | — — |— 1% | 20-40 50 26ESG92B* | 1353. 26ESG92E* 1981. 26ESG92W* | 2085. |26ESG92H* | 2429. |26ESGI2N* | 1557.
— — 15 20 |2 — [13-27 30 26FSF92B* | 1857. 26FSF92E* 2824. 26FSF92W* | 2973. |26FSF92H* | 3461. |[26FSF92N* | 2121.
10 15 25 25 |2 — | 22-45 50 26FSH92B* | 1857. 26FSH92E* 2824. 26FSH92W* | 2973. |26FSH92H* | 3461. |26FSH92N* | 2121.
— — 30 30 |— 2 | 22-45 50 26GSH92B* | 2433. 26GSH92E* 4170. 26GSH92W* | 4389. |26GSH92H* | 3593. |[26GSH92N* | 2781.
15 20 | — — |— 2/ | 30-60 100 26GSJ92B* | 2433. 26GSJ92E* 4170. 26GSJ92W* | 4389. |26GSJ92H* | 3593. |26GSJ92N* | 2781.
— — 30 40 |3 — | 30-60 50 26HSJ92B* | 2763. 26HSJ92E* 4483. 26HSJ92W* | 4719. |[26HSJ92H* | 5756. |26HSJ92N* | 3111.
25 30 50 50 |3 —  [45-90 100 26HSK92B* | 2763. 26HSK92E* 4483. 26HSK92W* | 4719. |26HSK92H* | 5756. |26HSK92N* | 3111.
30 40 75 75 |— 3% |57-115 125 261SL92B* | 5745. 261SL92E* 7806. 26I1SL92W* 8217. |26I1SL92H* 6404. | 261SL92N* 6699.
40 50 [100 100 |4 — |67-135 150 26JTM92B* | 6225. 26JTM92E* | 8262. 26JTM92W* | 8697. |26JTM92H* |11036. |26JTM92N* | 7179.
50 75 |150 150 |— 4 1100210 250 26KTS92B* (11742. 26KTS92E* | 17151. 26KTS92W* (18054. |— — | 26KTS92N* | 14010.
50 75 1150 200 |5 — [ 100-270 250 26LTT92B* |12582. 26LTT92E* | 17949. 26LTT92W* |18894. |— — | 26LTT92N* |14850.
75 100 |200 — |5 — [ 100-270 400 26LTU92B* |12582. 26LTU92E* | 17949. 26LTU92W* (18894. |— — | 26LTU92N* | 14850.
100 [125 (250 300 |6 — | 200-540 600 26MTW92B*| 26916. 26MTW92E* | 28571. 26MTW92E* (30075. |— — | 26MTW92N*| 28668.
150 [200 [400 400 |6 — | 200-540 800 26MTX92B* | 26916. 26MTX92E* | 28571. 26MTX92E* |30075. |— — | 26MTX92N* | 28668.
— 250 [500 500 |7 — | 420-820 800 26NTV92B* |36507. 26NTV92E* | 37691. 26NTV92E* [39675. |— — | 26NTV92N* |38259.
— 300 [600 600 |7 — | 420-820 | 1000 26NTY92B* |36507. 26NTY92E* | 37691. 26NTY92E* |39675. |— — | 26NTY92N* |38259.
— 400 (800 800 |8 — [420-1220 | 1200 26PTZ92B* |54309. 26PTZ92E* | 54443. 26PTZ92E* |57309. |— — | 26PTZ92N* |55929.
— 450 (900 900 |8 — | 420-1220 | 1600 26PT192B* |54309. 26PT192E* | 54443. 26PT192E* [57309. |— — | 26PT192N* |55929.
Horizontal Compact Enclosure, 3 Phase
Vi Vi 1 110 — |075-3® 3 26CSB72B* | 1101. | — —_ 26CSB72W* | 1833. |— — | 26CSB72N* | 1305.
1 1 3 3 |0 — | 25-10 10 26CSC72B* | 1101. | — — 26CSC72W* | 1833. |[— — | 26CSC72N* | 1305.
2 2 5 5 [0 — |25-10 10 26CSD72B* | 1101. | — —_ 26CSD72wW* | 1833. |— — | 26CSD72N* | 1305.
3 3 — — |0 — |9-18 25 26CSE72B* | 1101. | — — 26CSE72W* | 1833. |— — | 26CSE72N* | 1305.
Y Vs 1 1 1 — |075-3® 3 26DSB72B* | 1173. _ 26DSB72W* | 1905. |— — | 26DSB72N* | 13717.
1 1 3 3 |1 — |25-10 10 26DSC72B* | 1173. | — —_ 26DSC72W* | 1905. |— — | 26DSC72N* | 1377.
2 2 5 5 [1 — |25-10 10 26DSD72B* | 1173. | — — 26DSD72W* | 1905. |— — | 26DSD72N* | 1377.
3 3 741 10 |1 — | 9-18 25 26DSE72B* | 1173. | — — 26DSE72W* | 1905. |— — | 26DSE72N* | 13717.
7V 7% 10 — |1 — | 13-27 30 26DSF72B* | 1173. | — — 26DSF72W* | 1905. |— — | 26DSF72N* | 1377.
— — 15 15 [— 1% |13-27 30 26ESF72B* | 1353. | — — 26ESF72W* | 2085. |— — | 26ESF72N* | 1557.
10 10 — — |— 1% | 20-40 50 26ESG72B* | 1353. | — — 26ESG72W* | 2085. |— — | 26ESG72N* | 1557.
— — 15 20 |2 — | 13-27 30 26FSF72B* | 1857. | — — 26FSF72W* | 2973. |— — | 26FSF72N* | 2121.
10 15 25 25 |2 — | 22-45 50 26FSH72B* | 1857. | — — 26FSH72W* | 2973. |[— — | 26FSH72N* | 2121.
Note: Hp's shown above are based on the overload @Not available with self-reset option. @NEMA 12 may be modified for NEMA 3/3R,
amp range for the FLA's (per the National Electric Code) ®For NEMA 4X fiberglass enclosure change 8th see page 461.
of typical industrial motors. All Starter Sizes carry one character of catalog number to F. Example: ®For amp range 0.25-1.0 Amps change the 5th character
maximum Hp rating. 26CSC92F*. Price same as stainless steel. Available in in the Catalog No from “B” to “A”.
®Dual voltage coils NA in stocked or modified starters, standard width through size 4.

or in sizes 4%2-8.

Siemens Electrical Products SPEEDFAX 2000 Discount Schedule AC-10 (FURN)



Combination Reversing Heavy Duty Starters
[ SELECTION
Circuit Breaker Type with Ambient Compensated Bimetal Overload, Class 26

Ordering Instructions Coil Table
= Replace the (*) with a letter from the coil table. Dual voltage coils are wired | 60Hz Voltage Letter
on high voltage unless specified on order. 24 Separate Control J
= Heater elements see page 544. 120 Separate Control F
= Technical Data see pages 467-471. ;(‘)g‘;gg/ 220-2400 3‘
= Field Modlﬂc.a.tmn. Kits see pages 457-461. 290-240 G
=« Factory Modifications see pages 462—466. 277 L
= Dimensions see page 481. 220-240/440-4800 C
= Wiring Diagrams see page 490. 440-480 H T
= Replacement parts see page 547. 575-600 - E o3
For other voltages and frequencies O <
e S <
see Factory Modifications page 465. =
s g
<
Standard Width Enclosure, 3 Phase, 3 Pole
Max Hp Enclosure
NEMA 1 NEMA 4 NEMA 4/4X NEMA7 &9 NEMA 12
General Purpose Painted, Watertight Watertight, Dusttight NEMA 3, 4 NEMA 3/3R®
Dusttight Corrosion Resistant Class | Groups C & D; [ Industrial Use
Motor 304 Stainless Steel Class Il Groups E,F & G | Weatherproof
Circuit Bolted Enclosures
Cont |Interrupter Indoor/Outdoor Use
200 (230 (460 |575 |NEMA |Half |Amp |ETI
Volts|Volts | Volts | Volts | Size |Size | Rating | Amps Catalog No |Price $| Catalog No |[Price $ |Catalog No |Price $|Catalog No |Price $| Catalog No |Price $
Y Y 1 1 (0 — |18 3 26CP92BA*81 |1074. | 26CP92EA*81 |1716. 26CP92WA*81(1806. |26CP92HA*81 (2231. |26CP92NA*81|1278.
1 1 3 3 (0 — |18 10 26CP92BB*81 |1074. 26CP92EB*81 |1716. 26CP92WB*81(1806. |26CP92HB*81 |2231. |26CP92NB*81|1278.
3 3 5 5 |0 — |18 25 26CP92BC*81 [1074. | 26CP92EC*81 |1716. 26CP92WC*81|1806. |26CP92HC*81 |2231. | 26CP92NC*81|1278.
Y Y 1 111 — |27 3 26DP92BA*81 | 1146. 26DP92EA*81 |1784. 26DP92WA*81(1878. |26DP92HA*81|2312. |26DP92NA*81|1350.
1 1 3 3 — |27 10 26DP92BB*81(1146. | 26DP92EB*81 |1784. 26DP92WB*81(1878. [26DP92HB*81|2312. | 26DP92NB*81|1350.
3 3 1% TV 1 — |27 25 26DP92BD*811146. | 26DP92ED*81 |1784. 26DP92WD*81(1878. |26DP92HD*812312. |26DP92ND*81|1350. ; 8
7% 7% | 10 10 |1 — |27 30 26DP92BE*81 | 1146. 26DP92EE*81 |1784. 26DP92WE*81 (1878. |26DP92HE*81 |2312. | 26DP92NE*81 | 1350. 8 2
— | — 15 15 |— 1% |40 30 26EP92BF*81 [1326. | 26EP92EF*81 |1955. 26EP92WF*81 |2058. |26EP92HF*81 |2402. | 26EP92NF*81 | 1530. c 5'
10 10 | — — |— 1% |40 50 26EP92BG*81 |1326. | 26EP92EG*81 | 1955. 26EP92WG*81 [2058. |26EP92HG*81 |2402. | 26EP92NG*81 | 1530. ‘_’. ,Q
7% | 10 20 20 |2 — |45 40 26FP92BH*81 [1830. | 26FP92EH*81 |2799. 26FP92WH*81 |2946. |26FP92HH*81 |3434. | 26FP92NH*81 |2094. ®
10 15 25 25 |2 — |45 50 26FP92BJ*81 |1830. | 26FP92EJ*81 |2799. 26FP92WJ*81 (2946. |26FP92HJ*81 |3434. | 26FP92NJ*81 |2094.
— | — 30 30 [— 2 |60 50 26GP92BK*81 |2406. | 26GP92EK*81 |4144. 26GP92WK*81(4362. |26GP92HK*81 |3566. |26GP92NK*81|2754.
15 20 | — — |— 2% |60 100 26GP92BL*81 [2406. | 26GP92EL*81 |4144. 26GP92WL*81 |4362. |26GP92HL*81 |3566. | 26GP92NL*81 | 2754.
— |— |30 30 |3 —
25 30 50 50 |3 —
30 40 75 75 | — 3%
40 50 (100 100 |4 —
50 75 150 150 | — 4
50 75 150 200 |5 — ESP100 solid state overload standard, see page 428 for selection.
75 100 |200 — |5 —
100 [125 {250 300 |6 —
150 [200 |400 400 |6 —
— |300 (600 [1200 |7 —
— |450 |900 |1600 |8 —

Horizontal Compact Enclosure, 3 Phase, 3 Pole

Max Hp Enclosure
NEMA 1 NEMA 4/4X NEMA 12
Motor General Purpose Watertight, Dusttight NEMA 3/3R®
Circuit Corrosion Resistant Industrial Use
Interrupter 304 Stainless Steel Weatherproof
200 230 460 575 NEMA Half Amp ETI
Volts Volts Volts Volts | Size Size Rating | Amps Catalog No Price $ | Catalog No Price $ | Catalog No Price $
Vi Vi 1 1 0 — 18 3 26CP72BA*81 1074. 26CP72WA*81 1806. 26CP72NA*81 1278.
1 1 3 3 0 — 18 10 26CP72BB*81 1074. 26CP72WB*81 1806. 26CP72NB*81 1278.
3 3 5 5 0 — 18 25 26CP72BC*81 1074. 26CP72WC*81 1806. 26CP72NC*81 1278.
Va Vi 1 1 1 — 27 3 26DP72BA*81 1146. 26DP72WA*81 1878. 26DP72NA*81 1350.
1 1 3 3 1 — 27 10 26DP72BB*81 1146. 26DP72WB*81 1878. 26DP72NB*81 1350.
3 3 1% 7% 1 — 27 25 26DP72BD*81 1146. 26DP72WD*81 1878. 26DP72ND*81 1350.
7V 1% 10 10 1 — 27 30 26DP72BE*81 1146. 26DP72WE*81 1878. 26DP72NE*81 1350.
— — 15 15 — 1% 40 30 26EP72BF*81 1326. 26EP72WF*81 2058. 26EP72NF*81 1530.
10 10 — — — 1% 40 50 26EP72BG*81 1326. 26EP72WG*81 2058. 26EP72NG*31 1530.
TV 10 20 20 2 — 45 40 26FP72BH*81 1830. 26FP72WH*81 2946. 26FP72NH*81 2094.
10 15 25 25 2 — 45 50 26FP72BJ*81 1830. 26FP72WJ*81 2946. 26FP72NJ*81 2094.
®Dual voltage coils NA in stocked or modified starters. @NEMA 12 may be field modified for NEMA 3/3R,

see page 461.

Discount Schedule AC-10 (FURN) Siemens Electrical Products SPEEDFAX 2000 gAY



